Job Hazard Analysis
JOB TITLE: Generator, Electric Portable Gasoline or Diesel Powered
                 DATE OF ANALYSIS: 4/9/12
JOB LOCATION: DMC/FSDA
	TASK/PROCEDURE
	HAZARD
	SAFE PROCEDURE

	Portable electric generators are typically used to generate power in remote areas where electricity is not readily available. They are also used in emergency situations where there has been a loss of permanent power.  
	Muscle strain and/or sprain, skeletal injuries to the neck and spine, as well as other parts of the body, resulting from improper handling procedures 

Severe electrical shock

Fire and explosion  

	Adequate training is required before operating a portable gasoline powered electrical generator. Training must include proper lifting and handling techniques. Training must include lecture and practical demonstration. Never attempt to lift a load too heavy for your capabilities. Get help and/or use a dolly or wrist straps when lifting heavy loads. Always wear safety-toe footwear when handling heavy objects.
Inspect all equipment before use to ensure safe operating condition; Do not use if there is missing covers or exposed or frayed wires. Follow lock out/Tag out procedures  
Refer to the owner’s manual and/or operating instructions for safe grounding procedures  

Always operate in a well ventilated area

When refueling, shut down and allow to cool for 10 minutes before refueling

Ensure a proper fire extinguisher is present during operation and refueling 

If equipped with a radiator, shut off the engine, and allow to cool before removing radiator cap

Repairs should only be made by qualified technicians 

If tow model, set up on solid level surface and chock the wheels

Use all required/appropriate PPE 

Pay attention and take your time 
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