Job Hazard Analysis
JOB TITLE: Hand Tools







DATE OF ANALYSIS: 4/6/12
JOB LOCATION: DMC/FSDA
	TASK/PROCEDURE
	HAZARD
	SAFE PROCEDURE 

	Use of hand tools such as pliers, wrenches, hammers, chisels, screw drivers, wood and metal files, hand saw, hack saw, keyhole saw, and the like are common in the workplace.
	Struck-by Injuries to hands and fingers; cuts, abrasions, avulsions, broken bones
Eye injury from flying particles; hammer and chisel 


	Check tools to ensure safe condition for use 
Replace/repair all tool handles that have splits, cracks or loose handles.

Always use a tool sheath when required
Keep cutting tools sharp.

Always wear proper PPE for the tools being used (safety glasses, hard hat, gloves, hearing protection, 8” non-skid leather boots, long sleeve shirt and pants)

Carry tools on downhill side of the trail with the sharp edge pointed away from you.
Choose the right tool for the task. 

Do not use “cheater pipes” to increase leverage. 
Do not carry tools over the shoulder.

Avoid glancing blows and contact with sharp edges.

When shoveling, support your upper body by bracing the forearm closest to your body against your thigh as you pivot the blade sideways.

Maintain a safe working distance from mobile equipment and other workers
Always be sure what’s around you and check the area often
Never attempt to use any tool or equipment without adequate training
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