Job Hazard Analysis
JOB TITLE: Pressure Washer, Gasoline Operated




DATE OF ANALYSIS: 4/6/12
JOB LOCATION: DMC/FSDA
	TASK/PROCEDURE
	HAZARD
	SAFE PROCEDURE

	High pressure washing and cleansing of tools, equipment, parts, and materials for the removal of grease, oil, dirt, paint, and other unwanted foreign materials. 
	Injuries from flying particles
Exposure to high noise levels

Exposure to extreme water pressure

Fire, flame, explosion from gasoline engine fuel

Reaction from skin contact from industrial cleansers

Sprains and strains to fingers, hands, wrist, elbow, shoulder
Cuts, abrasion, and contusions to face, fingers, hands, arms, legs
	Adequate operator training is required before operation. Training must be specific for the type of tool to be used.  Training must include lecture and practical demonstration 

Inspect all tools before use to ensure safe operating condition
Never use a high pressure washer for anything other than it’s intended use
Plan your work ahead of time to be sure you have the right tools for the job
Eye protection and face shield are required.  Gloves, hearing protection, safety footwear, are also required. A protective  apron or other protective clothing may also be required if cleansers are used   

Ensure a good footing and hold the nozzle secure during operation

Secure material to prevent shifting during work 

Allow engine to cool for 10 minutes before refueling

Only use in a well ventilated area

Refer to the MSDS for all cleansers and chemicals used

Never allow the high pressure nozzle near unprotected skin

Never use the high pressure washer for horseplay 

Pay attention and take your time 
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